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Also available with stationary type G9

Dimensions (Mm)

2 Materials
+0.05| *0.05 | £0.05| MAX. | £0.5 | £0.5 | £0.12 Metallic Parts > Stainless Steel 316
14 246 [ 205] 23.0 | 165 50| 5.6 ) )
6 1 280 12201 260 1 1651651 75 [ZZ] Spring > Stainless Steel 304, 316.
18 | 30.0 |1 240] 290 | 180 ) 65| 8.0 B8 Rotary Face > Tungsten Carbide
20 35.0 [29.5] 310 | 190 65| 7.5 . .
MY Bellow > ® ®
22 | 350 | 295 | 330 | 205 65| 75 EEF;((EEBIQ))’ FKM (Viton®),
24 38.0 | 320 350 |220| 65| 7.5 .
N Seat > Silicon Carbide

25 | 380 | 320 | 360 | 23565 75
26 | 400 | 340 | 370 | 235 | 65| 80
28 | 420 | 36.0 | 400 | 245 | 65| 90
30 | 450 | 39.2 | 430 | 245 | 65 | 105
32 | 480 | 422 | 460 | 280 | 65 | 105 S
35 | 520 | 462 | 490 | 280 | 65| 11.0 Operation limits

Velocity Max. 3,600 R.P.M*
38 | 550 |49.2| 53.0 [31.0 | 65] 103 e 70 Ka/om? (145 PO
40 | 58.0 [ 522 | 56.0 [ 34.0 [ 65[10.8 Temperature limits T75C 1o 204°C T

42 | 62.0 | 53.3 | 59.0 | 35.0 | 8.0 | 12.0 D d the di ; fthe shaft

epends on the diameter of the shaft.
mcB|NCUE-E )OO 36.5 | 8.0 | 116 **|t depends on the combination of material of the faces.
48 | 684 |59.7 | 640 | 420 80| 116 ***Depends on the material of the elastomer.
50 | 69.3 | 60.8 | 66.0 | 43.0{ 8.0 11.6

55 | 754 | 66.5| 71.0 | 47.0 | 8.0 | 13.3
58 | 784 | 695 | 76.0 | 50.0 | 8.0 | 13.3
60 | 804 | 715| 78.0 | 51.0 | 8.0 | 13.3

Applications:

The VAZEL Line "BUO7" mechanical seal, is used in
65 | 854 | 700gimEcMiEn20N) 8.0 | 13.0 centrifugal industrial pumps of turbines, compressors,
68 | 91.5 | 82.7 | SOONIISEIAING.0 | 13.7 mixers and similar equipment in millimetric measure-

70 | 920 | 830 ] 90.0 | 54.0 | 8.0 | 13.0 ments. For the handling of abrasive fluids.
75 | 99.0 | 90.2 | 98.0 | 54.0 | 8.0 | 14.0

80 | 104.0 | 95.2 | 100.0 | 58.0 | 8.0 | 15.0

For any variation regarding what is described in this technical specification, please send an email to sales@vazel.com




